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General information

PRIMER/FILLER BASE COAT / SOLID COLOURS CLEAR COATS

CONVENTIONAL
UV  

WATER-BASED SOLVENT-BASED SOLID COLOURS UV PAGE

GPS 650125 l 14

GPS 650190 l l l l 14

NVZ 0125 l 24

NVZ 0190 l l l l l l 24

BLACK CUPS BLACK CUPS

CUPS

BLACK UNPRINTED PRINTED

MCP 400 400cc l l l
MCP 650 650cc l l l
MCP 900 900cc l l

MCP 1300 1300cc l l

MCP 2240 2240cc l l

MCP 5000 5000cc l

LIDS

BLACK UNPRINTED

 

MCL 400 l l
MCL 650 l l

MCL 1300 l

MCL 2240 l

MCL 5000 l
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General information
06 | SANDING

ARTICLE CODE SHAPE SIZE
mm

PERFORATION
N° holes GRIT TYPE AVAILABLE GRITS APPLICATION

dry or wet
USE IN COMBINATION 

WITH PAGE

PA
PE

R

SPSA 70 x 127 8 blue fired alu 
oxide P60 - P400

SAB 30
102

SPSB 70 x 198 8 blue fired alu 
oxide P60 - P400

SAB 31 SAB 35
102

SPSC 70 x 420 14 blue fired alu 
oxide P60 - P400

SAB 32
102

SPSD 115 x 230 10 blue fired alu 
oxide P60 - P400

SAB 33
102

SPLA 230 x 280 0 alu oxide P80 - P320 101

SPLA 230 x 280 0 alu oxide P400 - P800 101

SPLA 230 x 280 0 silicon carbide P1000 - P2500 101

FO
A

M

SFP   120 x 98 x 13 0 ceramic alu oxide

•	80
•	120
•	220
•	320

•	500
•	800
•	1000
•	1500

99

FFP 115 x 115 0 alu oxide

•	Primer prep
•	Base coat prep
•	Clear coat prep 
•	Fade out prep

100

SPFA
     25m

114 x 125 0 alu oxide P80 - P1000 101

SP
EC

IA
LS SBR

 10m
100 0 alu oxide silicon 

carbide

•	Extra fine
•	Ultra fine
•	Micro fine   

105

SPDM ø 35 0 alu oxide P1500 - 2000 
2500 - 3000

DRF 50
105

86


	01. Paint preparation & application
	General information


